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BeschreiBung

•	 Lastschaltbarer Nebenantrieb für Stand- und Fahrbetrieb

•	 Einbaulage zwischen Motor und Seriengetriebe, Nebenan-
triebslage ca. 12:00; alternativ 11:00 oder 13:00 möglich

•	 Sep. Ölkühlung des Zusatzgetriebes

Vorteile

•	 Hohes Dauerdrehmoment am Nebenantrieb

•	 Kompakte Bauweise

•	 Je nach Getriebevariante eine konstante Drehzahl im Fahrbe-
trieb

technische Daten

•	 Übersetzungen: 1.1 / 1.278 / 1.485 / 1.733

•	 Dauerdrehmomente am Ausgang: 2700 / 2400 /2300 / 1800 Nm

•	 Drehrichtung: wie Motor

•	 Nebenantriebsflansch: 150 KV

•	 Baulänge ca. 270 mm (Getriebegehäuse)

Description

•	 Power shiftable PTO for stationary and mobile operation

•	 Installation position between motor and gear unit, PTO Loca-
tion about 12:00; alternatively 11:00 or 13:00 possible

•	 Separate oil cooling of the additional gear unit

aDVantages

•	 High continuous torque on PTO

•	 Compact design

•	 Depending on the transmission variant constant speed when 
driving

technical Data

•	 Transmissions: 1.1 / 1.278 / 1.485 / 1.733

•	 Continuous torque at the output: 2700 / 2400 /2300 / 1800 Nm

•	 Rotation: as the engine

•	 PTO flange: 150 KV

•	 Length ca. 270 mm (Gearbox)

Zwischengetriebe für Fahr- und Standbetrieb Sandwich PTO for mobile and stationary operation

Zwischengetriebe / Sandwich PTO


