NUTZFAHRZEUGE
a" Special Trucks & Chassis

VORLAUFACHSE - GELENKT
LEADING AXLE - STEERED




INFORMATION

EINSATZ APPLICATION

3-Seiten-Kipper oder Muldenkipper (Schweiz)
Abrollkipper

Betonpumpen oder Bohrturmaufbauten
Krane bis 200 mt

Mercedes-Benz

UMBAU

Einbau Vorlaufachse (wahlweise liftbar)
Rahmenanpassung

Lenksystem Vorlaufachse (elektrohydraulisch mit
motorgetriebener Hydraulikpumpe)

Umbereifung

Radstand

Fahrgestellvorbereitung fiir Aufbauten
Versetzung Anbauteile
Luftfedersteuerung

Anfahrhilfe

Parabellenker

StoRdampfer

Kontakt | Contact:

3-way tipper or dumper truck

Roll-off tipper

Concrete pumps or drilling rig superstructures
Cranes up to 200 mt

BASISFAHRGESTELL STANDARD CHASSIS

Mercedes-Benz

CONVERSION

Installation leading axle (optionally liftable)
Adjustment of the frame

Steering system leading axle (electrohydraulic with
motor-driven hydraulic pump)

Change of tires

Wheelbase

Chassis preparation for superstructures
Displacement attachments

Air suspension control

Driving assistance

Parabolic control arms

Shock absorbers

Phone +49 (0)85419030-0 Fax +49 (0)85419030-270
info@paul-nutzfahrzeuge.de www.paul-nutzfahrzeuge.de

Get in touch!
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